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Ses sheet 58 & 6B of 2IR for scupper

location relative to parapel,
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All cast iron paris shalf be gray iron conforming fo the
requirements of AASHTO M 105, Class 358B.

RAolis, anchor studs, washers ond puts shall conform fo the
requiremenis of ASTM A 307 ond shall be galvanized according
fo AASHTO M 232.

Downspouis located on the extsrior side of a puinted steal
fascla beam shalf be painted with the Tinish coat specified for
the exterior side of the fascla beam.

As an alternate, bolts, anchor studs, washers ond nufs may be
stainless steel according o Article 1006.29(d) of the Standard
Specifications. »

Structural sfeel weldments of equal seclions and of the same
configuration may be substifuted Tor the cast iron scupper
frame. Fillei or full pensitration wefds shail be used for ihe
weldments. Defails shall be submitied fo the Engineer for
approval. Structural steel weldmenis shall nof be substifuted
for the cast iron scupper grate. Structural sfeel frames and
downspouts shall be galvanized oecording to AASHIO MILL

The Coniractor shall fake eppropriate measures to assure that
Protective Coat is not applled to the scupper.

Cost of the Grate, Frome, Downspoul, Anchor Studs, Bolls,
Washers and Muts including complele instaliation of the scupper
shall be pald for at the confract unit price each for Droinage
Scupper. D5-11.

Allernate fiberglass downspoul conforming to ASTM D 2996
with g shori-time rupfure sitrenghiy hoop Fensile stress of
30,000 psi min. may be used in fleu of the casi iron or steel
equivalent, :
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